MODELO NERO
SECCION CONSTRUCTIVA
seccion vertical

VIGA DE MADERA 145X58 mm
AISLAMIENTO LANA DE ROCA e=210mm

MEMBRANA GISCOLENE EPDM e=1.2mm

PANEL DE OSB 3 e= 18 mm

VIGA DE MADERA 72X58 mm

TTH

EXTERIOR

PTE 2%

LUMINARIA

OMEGA e= 30mm

PLACA DE YESO LAMINADO e=12.5mm

INTERIOR

PANEL VIROC e=12mm

MONTANTE PARA FACHADA VENTILADA e= 50mm

LAMINA TYVEK

PANEL DE OSB 3 e= 18 mm

PANEL DE OSB 3 e= 18 mm

AISLAMIENTO PEX e= 120 mm

PARQUET FLOTANTE e=7 mm
[SOBRE ESPUMA DE POLIURETANO

PANEL DE OSB 3 e= 18 mm
AISLANTE PEX e=100 mm
PANEL CONTRACHAPADO

ENTRE MONTANTES

HIDROFUGO e= 18mm

PLACA YESO LAMINADO e= 12.5mm
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ZUNCHO DE CORONACION
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CIMENTACION CORRIDA H.A. 40 X40
4212E:@6C/30CM
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NATURA NERO
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SECCION CONSTRUCTIVA
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